CONTRACT NOQ. 64C2¢

P o[ oo ISR
316 | 101TS LEE 9 4
STA. TO STA.
FED. ROAD DIST. NO.  {ILLINOIS i FED. AID PROJECT
Iilinois Department , Page L oof L /1 Illinois Department Page L of L
of Transportation SOIL BORING LOG / of Transportation SOIL BORING LOG
Do ighuss Dite  __ 30U06 e D Date 3106
P92-061-06 Signal Foundation, S.E. Quad, IL 26 P92-061-06 Signal Foundation at IL 26 and Blood
ROUTE FAP 316 DESCRIPTION & Bloody Gulch Road LOGGED BY 1. Steating ROUTE FAP316 DESCRIPTION Gulch Road, N.W. Quad LOGGED BY M. Jacoby
SECTION 101TS LOCATION S. Dixon Twp. - 9 NW, SEC, , TWP. 2IN, RNG. 9§ SECTION 10178 LOCATION 8. Dixon Twp. - 9 NW, SEC. , TWP. 21N, RNG. SE
COUNTY Lee _ DRILLING METHOD . Hollow Stem Auger HAMMER TYPE CME-45 Automatic COUNTY Lee DRILLING METHOD Hollow StemAuger __ HAMMERTYPE CME-45 Automatic
STRUCT.NO. = D B v M 1| Surface Water Blov. ft STRUCT. NO. D B U M| Surtace Water Elev. ft
Station E L ¢ 0 Stream Bed Elev. it Station E L ¢ Y Streamn Bed Elev. f
P 0 S I P 0 S I
BORING NC. P B-1 T w S 1| Groundwater Elev.: BORING NO. B2 T w s Groundwater Elev.:
Station 678+50 H § Qu T First Encounter ft Station 64:+45 H § Qu T First Encounter ft
Offset 68,001t Rt CL NB Upon Completi ft Offset 52400 Rt from Median Upon Completion ft
Grouad Surface Elev. 9.5 g @] 06 | 6D | A | Afer Hrs. f Ground Surface Elev. 100.0 g @) | s | A || Afer Hrs. f
MEDIUM brown SILTY LOAM ¢ MEDIUM dark brown LOAM ]
05 | 20 18
¢ P
97.50 98.00
MEDIUM brown SILTY CLAY 3 VERY STIFF gray SILTY LOAM ] 6
LOAM T4y 6 12215
9600 5 1P 96.50 0w, 8
MEDIUM brown SILTY LOAM 5l 3 VERY STIEF gray LOAM s 7
310827 18 27| ®
9350 5| B 0400 1| B
VERY SOFT brown SILTY LOAM 1 VERY STIFF dark brown LOAM ] 5
P12 7022 30
9100 2 9150 > 1B
STIFF brown LOAM a0 2 VERY STIFF brown SILTY LOAM 40 9
3 14 14 N 7 35 23
850 5 | B 2900 9 | P
MEDIUM brown LOAM . 2 STIFF brown SILTY LOAM 4
2 105 | 12 TS bLs )4
Tl 7B 8650 6 B
85.50
MEDIUM brown fine SAND P STIFF brown SILTY LOAM @
(bottom 2" tan weathered 7 It 15 19
LIMESTONE) - —
) 85 1 8400 L
B 83.00 N
VERY DENSE tan weathered 1002" VERY DENSE fan weathered 100/1"
LIMESTONE 8150 — LIMESTONE m
Auger Refusal at 18", /_ Auger Refusal af 17"
End of Boring End of Boring
i )
N“ ‘The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer) The Unconfined Compressive Strength (UCS) Failure Mode is indicated by (B-Bulge, S-Shear, P-Penetrometer)
) The SPT (N valve is the sum of the last two blow values in each sampling zone (AASHTO T206) The SPT (N value) is the sum of the last two blow values in cach sampling zone (AASHTO T206)
é BBS, from 137 (Rev. 8-99) BBS, from 137 (Rev. 8-99)
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